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DORSEY RUN IS CONSIDERED TO RUN
IN A NORTH/SOUTH DIRECTION.

EXTEND EXISTING POWER
COMPANY 200 A, 1207240V,
IPH, 3 W ELECTRICAL
SERVICE FROM THE EXISTING
SERVICE POLE TO NEW
METERED PEDESTAL. PROVIDE
3 #3/0 IN 4" UNDERGROUND
SCH. 80 CONDuUIT.
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REMOVE POWER WIRING FROM THE EXISTING
UNDERGROUND CONDUIT BETWEEN POWER
POLE AND SIGNAL CABINET. INTERCEPT THE
EXISTING UNDERGROUND CONDUIT AT THE
PROXIMITY TO NEW METERED PEDESTAL.
PULL NEW 2® 6 & 1* 8 GRD CONDUCTORS
— AND MAKE CONNNECTIONS AS INDICATED
ON ONE LINE DIAGRAM.,
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60A, 2P, 240V, |
S/N, DISCONNECT
SWITCH IN NEMA /
4X ENCLOSURE
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| PROPOSED TRAFFIC
NEW TWO I-CONDUCTOR ®6
¢ \_& ONE I1-CONDUCTOR #8_GRD '— SIGNAL CABINE T
IN EXISTING UNDERGROUND ~
CONDUIT.

(GUILFORD ROAD)

CIRCUIT
BREAKER (TYP.)

TWO 1-CONDUCTOR *6 &
ONE 1-CONDUCTOR *8 GRD
IN 2" SCH. 8C PVC CONDUIT

PROVIDE NEW HANDHOLE
AND PROVIDE SUBMERSIBLE
SPLICE FOR REDUCING

HANDHOLES (TYP.) _f

TWO 1-CONDUCTOR *®*I1/0 &
ONE [-CONDUCTOR ®#4 GRD

RIO-i12
30"x 36"

TWO [-CONDUCTOR #*6 &
ONE 1-CONDUCTOR
IN 1" RGS CONDUIT

*8 GRD

TRAFFIC
SIGNAL CABINET
(EB MD 32 RAMP)

*6 SUPPLEMENTAL
GRD. CONDUCTOR
(TYP,)

3 GROUND RODS
¥"DIA X 10°

TWO 1-CONDUCTOR *®*6 &
ONE 1-CONDUCTOR *8 GRD
IN 2° SCH. 80 PVC CONDUIT

PROVIDE NEW HANDHOLE
AND PROVIDE SUBMERSIBLE
SPLICE FOR REDUCING
FEEDER CONDUCTORS

PROPOSED
EQUIPMENT
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CONSTRUCTION DETAILS

INSTALL HANDHOLE.
INSTALL 4 INCH PVC (SCHEDULE 80) CONDUIT (DIRECTIONAL

BORED) WITH SIGNAL INTERCONNECT CABLE ( SEE IC-0I),

EXTEND PROPOSED BORED CONDUIT, INTO EXISTING HANDBOX.
INSTALL VIDEO DETECTION CAMERA.

SEE SIGNAL INTERCONNECT PLAN.

RELOCATE EXISTING SIGNAL TO PROPOSED LOCATION.

INSTALL NEW CABINET FOUNDATION, NEMA SIZE © CABINET, MASTER
SIGNAL. SYSTEM CONTROLLER, AND VIDEQ DECETION EQUIPMENT,
INSTALL METERED SERVICE PEDESTAL. REMOVE EXISTING METER,

EXISTING OVERHEAD POWER SERVICE AND DISCONNECT FROM EXISTING
SIGNAL POLE. INSTALL ONE 3 INCH PVC SCHEDULE 80 CONDUIT WITH
TWO 1-CONDUCTOR #6 AND ONE I-CONDUCTOR ®8 GRD WIRES BETWEEN

METERED SERVICE PEDESTAL AND PROPOSED CONTROL CABINET. DO NOT

REMOVE THE ABANDONED POWER CONDUIT BETWEEN SIGNAL POLE AND

EQUIPMENT CABINET. CONDUIT SHALL BE REALLOCATED FOR PROPOSED

OVERHEAD COMMUNICATION CABLE FROM VERIZON.

l. INSTALL ONE 4 INCH PVC SCHEDULE 80 CONDUIT WITH TWO 1-CONDUCTOR
% 1/0 AND ONE [-CONDUCTOR *4 GRD WIRES (DIRECTIONAL BORED). CONNECT

WIRE TO AVAILABLE BREAKERS IN METERED SERVICE PEDESTAL.

[
)

INSTALL ONE 4 INCH PVC SCHEDULE 80 CONDUIT WITH TWO |-CONDUCTOR
* |/0 AND ONE I-CONDUCTOR ®4 GRD WIRES, TRENCHED AS SHOWN ON ONE

LINE DIAGRAM ON THIS SHEET.
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INSTALL MAST ARM MOUNTED SIGN.
REMOVE EXISTING HANDHOLE. CUT,CAP,AND ABANDON EXISTING CONDUIT.
INSTALL MICROLOQOP.
INSTALL 3 INCH PVC (SCHEDULE 80) ELECTRICAL CONDUIT (TRENCHED).
SEE TRAFFIC SIGNALIZATION PLAN FOR WESTBOUND MD 32 RAMPS AT DORSEY RUN ROAD (SG-03).
INSTALL | INCH CONDUIT SLEEVE FOR DETECTOR LEAD-IN,
REPLACE EXISTING SIGNAL HEAD WITH PROPOSED SIGNAL HEAD. INSTALL PROPOSED SIGNAL
HEAD AS DIMENSIONED ON PLAN. ‘
REMOVE EXISTING MAST-ARM MOUNTED SIGN.
REMOVE EXISTING CABINET AFTER COMPLETION AND CONFIRMED PROPER

OPERATION OF PROPOSED CABINET. REMOVE EXISTING CABINET FOUNDATION

| FT BELOW GRADE. CONTRACTOR SHALL CONTACT MR. TOM WILKINS (410) 3t3-6143 FOR
DELIVERY OF CABINET AND CONTROLLER TQO HOWARD COUNTY,
. INSTALL 2 INCH SCHEDULE 80 CONDUIT WITH MICROLOOP LEAD-IN CABLES (TRENCHED).

. INSTALL 4 INCH SCHEDULE 80 CONDUIT (DIRECTIONAL BORED) FROM EXISTING

POWER SOURCE POLE LOCATION TO NEW METERED SERVICE PEDESTAL LOCATION.

BGE SHALL EXTEND POWER CABLE FROM UTILITY SOURCE POLE TO METERED SERVICE PEDESTAL.
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USE EXISTING
HANDHOLE AND
CONDUIT

OPERATION

PHASING NOTES;
|. PHASES ASSOCIATED BY A SOLID LINE WILL NOT OPERATE CONCURRENTLY.
2. PHASES ASSOCIATED BY A DASHED LINE WILL OPERATE CONCURRENTLY.
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SPECIAL NOTE

. DORSEY RUN ROAD NORTH OF GUILFORD ROAD IS
BEING WIDENED BY HOWARD COUNTY. CONSTRUCTION
OF DORSEY RUN ROAD NORTH SHOULD BE FINALIZED BY
THE TIME THIS SIGNAL WORK COMMENCES. HOWEVER IF
ROADWAY WORK HAS NOT YET BEEN FINALIZED,
CONTRACTOR SHALL CALL MR. TOM WILKINS OF HOWARD

GENERAL NOTES:

. PAVEMENT MARKINGS DETAILED ARE PROPOSED AND ARE
TO BE BE INSTALLED BY OTHERS.

COUNTY AT 410-313-6145 TO COORDINATE MICROLOOP
PROBE, HANDHOLE, AND CONDUIT INSTALLATION.

2. CONTRACTOR SHALL INSTALL NEW SIGNAL CONTROL

CABINET AND POWER DISTRIBUTION EQUIPMENT PRIOR
TO REMOVING ANY EXISTING EQUIPMENT.

3. TO MINIMIZE INTERRUPTION TO SIGNAL OPERATION,

CONTRACTOR SHALL REWIRE EACH SIGNAL HEAD
SEPERATELY TO THE NEW EQUIPMENT CABINET.
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INSTALL VIDEQ DETECTION & SIGNAL
INTERCONNECT EQUIPMENT (AT3585185),
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DORSEY RUN ROAD
AT GUILFORD ROAD
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